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Make/Model:
Engine Make/Model:

Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:

Printed on : 11/28/2013 5:53:45 AM

Type of Flight Operation:
Reg. Flight Conducted Under:

UnK/Nr
1500
Unk/Nr
6000

Airplane

Private; Multi-engine Land; Single-engine Land

63

Dry
Asphalt
5000 / 150
22
Venice Municipal AirportAirport Name:

Runway Identification:
Runway Length/Width (Ft):

Runway Surface:
Runway Surface Condition:

***  Note:  NTSB  investigators  either  traveled in support of this investigation or conducted a significant amount of investigative work
without any travel, and used data obtained from various sources to prepare this aircraft accident report. ***

The  airplane  departed  and  was  climbing  to an assigned altitude when the pilot informed an air traffic controller of a loss of engine
power  on  the left engine. The pilot received radar vectors back to the departure airport and reported the airport in sight. There was no
further  communication with the controller. Review of radar data revealed that the airplane was about 825 feet from and 200 feet above the
landing  runway  threshold.  Seventeen  seconds  later,  the  airplane was at 100 feet above ground level and left of the intended landing
runway.  The  last  radar return was 5 seconds later, and the airplane was at 200 feet above ground level. A witness observed the airplane
in  the  vicinity  of  landing runway. The airplane pitched straight up, stalled, spun to the left three times before it collided with the
ground and caught fire.

Postcrash  examination of the airframe and flight controls revealed no anomalies. The left engine was disassembled and all connecting rods
were  intact  except  for  the  No.2 connecting rod. Metallugical examination of the connecting rod revealed that the bearing failed, most
likely due to a progressive delamination of the bearing. 

Review  of  the  airplane  flight manual revealed a minimum of 300 feet of altitude is required to recover from power-off stalls with 7500
pounds  at  both  forward  and aft center of gravity. The stall speed with the landing gear and flaps up with 0 degree angle of bank is 83
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Accident (Continued)

miles per hour or 72 knots. The stall speed with the landing gear extended and the flaps down is 73 miles per hours or 63 knots.
Updated  at Jul 23 2013  1:39PM
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__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident to be:
The  pilot’s  failure  to maintain adequate airspeed during a single-engine approach, which resulted in an aerodynamic stall. Contributing
to the accident was the total loss of power in the left engine due to a failed No. 2 connecting rod bearing.

Accident (Continued)

OCCURRENCES

Enroute-climb to cruise - Loss of engine power (partial)
Approach-VFR pattern final - Abrupt maneuver
Approach-VFR pattern final - Loss of control in flight
Maneuvering - Aerodynamic stall/spin
Uncontrolled descent - Collision with terr/obj (non-CFIT) 

FINDINGS

Aircraft-Aircraft oper/perf/capability-Performance/control parameters-Airspeed-Not attained/maintained - C
Personnel issues-Task performance-Use of equip/info-Aircraft control-Pilot - C
Aircraft-Aircraft power plant-Engine (reciprocating)-Recip engine power section-Failure 

Findings Legend: (C) = Cause, (F) = Factor
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